
NOTE-
IF ANY WIRE IN THIS APPLIANCE IS REPLACED,IT
MUST BE REPLACED WITH WIRE OF LIKE SIZE,
RATING, INSULATION THICKNESS, AND TERMINATION.

DENOTES OPTIONAL COMPONENTS

LINE VOLTAGE FIELD INSTALLED
CLASS II VOLTAGE FIELD WIRING

Supersedes

Litho U.S.A.C
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NOTE-
FOR USE WITH COPPER CONDUCTORS
ONLY. REFER TO UNIT RATING PLATE
FOR MINIMUM CIRCUIT AMPACITY AND
MAXIMUM OVERCURRENT PROTECTION SIZE
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DESCRIPTION
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HEATER-COMPRESSOR
CONTACTOR-COMPRESSOR
SWITCH-HIGH PRESSURE
TERMOSTAT-CRANKCASE
SWITCH-LOW PRESS, COMP 1
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IF USING A4: CONNECT S4 TO TERMINAL 3 ON A4,
CONNECT Y1 TO TERMINAL 2 ON A4
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L34 SOLENOID IS LOCATED IN COMPRESSOR. COIL
IS 24VDC. DO NOT CONNECT 24VAC TO COIL TERMINALS
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CUT SIZE 5-1/2" Wide x 7-1/8" Tall
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